
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

ROTO GROUND CLAMP 

The advanced design of AUSTWELD Roto-Ground is a highly efficient device for grounding weldments 
while being rotated on turning rolls or positioners.  Metal parts are precision machines from heavy, 
specially shaped copper extrusion.  The RGC1000/1500/3000 is specially designed to have no brushes, 
springs or mercury.  A simple tension adjusting bolt provides maximum efficiency.  They are field proven 
and do an excellent job. 

 

 

 

 

                                          Distributed by: 

Australia Technology Welding Industry 
7 Wilding Place, Bull Creek WA 6149 Perth Australia 
Email : austweld@yahoo.com , wmi@weldmaster.com.my 

 

WHY USE A GROUND? 
A good ground connection is just as important in a welding circuit as the holder and the cables.  A good 
ground clamp helps eliminate arc blow and makes it easy to change ground location for best results.   
 
APPLICATION AND SAFETY 
Read the section completely before selection your welding electrode holder 
- Electrical shock can kill 
- Do not touch live electrical parts or electrodes with bare skin or work with wet gloves or clothing 
 
>> Electrode holders should be used only for electric arc welding and arc cutting.  Cable installation instruction must be 
     followed for correct electrical conductivity.  Welding gloves must be worn when operating electrode holders. 
>> When selecting an electrode holder the following safety items should be reviewed: maximum amperage rating, duty 
     cycle rating, maximum rod size and minimum cable size. 
>> Electrode holders must not be operated if insulators or handle are damaged or missing.  Repair immediately.  Never 
     operate any electrode holder at a higher amperage than its maximum amperage rating. 
>> Electrode holders, when not in use, must be so placed that they cannot make electrical contact with persons or 
     conducting objects. 
>> Inspect frequently and immediately replace worn or damaged parts. 
>> For further information on welding safety, see American National Standards Institute Standard Z49.1 available from 
     American National Standards Institute, 1430 Broadway, New York, NY 10018 

 

Model : RGC1500 
Capacity: 1000-1500amp 
Max. Jaw Capacity: 95mm 
 

Model : RGC3000 
Capacity: 2000-3000amp 
Max. Jaw Capacity: 65mm  
 

Model : RGC1000 
Capacity: 800-1000amp 
Max. Jaw Capacity: 45mm  


